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WISI HOME LINE
Very compact housing

Rotary switches for attenuator and equalizer

High output level (107 dBµV) channel load

External test-socket at in -and output 

All settings without interruption of service

Precise and readable alignments

In-house distribution amplifier 
VX 45 E 

Product Information

WISI
Q-Step
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Downstream
Frequency range   47-862 MHz
Gain   36 dB
Return loss  > 14 dB
Attenuator  1 dB steps rotary switch 0-15 dB 
 Jumper 0 / 5 dB
Equalizer 1.5 dB steps rotary switch 0-22.5 dB
Interstage   
- Equalizer Jumper 0 / 6 dB 
- Attenuator Jumper 0 / 6 dB  
Output level CENELEC 42 ch / 60 dB, 6 dB slope 107 dBµV 
- CSO  > 60 dB 
- CTB  > 60 dB
Test points  -20 dB
 

Operating voltage   230 VAC 50/60 Hz 
Power consumption  <5 W 
Connector   F-type 
EMC    CE, Class A
Dimensions  163 x 90 x 47 mm  
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WISI
Q-Step

WISI Q-step is unique feature of WISI CATV amplifiers. High precision 
electronical attenuators are controlled by means of reliable digital code 
switches to ensure a stable and visible alignment without the need of 
accessories like pads and equalizers. At the same time this feature en-
sures a continious downstream RF service to the connected subscribers.

VX 45 E   In-house distribution amplifier local feed
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