Use on coaxial cable RG59,RG6,RG7/RG11,
round networking cable, and flat telephone cable.

144 inch

1/2inch

Instructions:
1. Push the cossette out of the housing, push from the front of the cassette.
2. Cassefte is reversible

liem Spec.

HT-352 RGSP/6 &RGT/TI

HT 3574  TBAWG & 24AWG

i

. For stripping coaxial cable:
a. Insert the cable until it aligns with the cable guids.
b Insert your index finger into the stripper's fingar ring, rotale the stripper by counter
clockwise 3-5 fimas. The cable insulation is cut while you are turning the stripper,
. Open the jows and remove the cable - Pull away the outer jocket and dielectric to
sxpose the inner conductor
d. Stripping distance is designed for émm, for each dielectric and inner conduct.
. For stripping round networking coble:
a. Insert the cable into the second stripping hole, rotote 1-3 times ot counter
clockwise, and then open the jow and remove the outer jocket.
b. The klack color adjusting knob is for adjusting the blade's depth. Turn dockwise
for increasing the blade's depth and counter clockwise for reducing the depih.
. For cufting coaxiol cable, round networking cable or flat telephone cable, place the
coble in position and then squeeze the handles.
&. For stripning flat cable, insert the cable between the stripper blades. Sgueeze handles,
coble must be kept perpendiculor and then pull from the ool
a. Insert AP/4P cable into the two-bladed side of the tool's stripper until it touches the
stap guide.
b. Insart 8F coble into the two-bloded side of the tool's stripper and let it extend o listle
past the lower cut blade.
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